
Light Tower RHINO 
RLT4000M

Wacker Neuson 
LTW6K Doosan LSC Genie AL5 Generac 

MLT3060M
General
Brand Rhino Wacker Neuson Doosan Genie Generac

Model RLT4000M LTW6K LSC AL5 MLT3060M

Net Weight kg (lb) 740 (1,631) 812 (1,790) 1,569.0 (3,459) 1,101.0 (2,427) 842.0 (1,856)

Mast Height (Fully Extended) m (ft) 8 (25) 7 (23) 9 (30) 9 (30) 9 (30)

Mast Lifting and Extension Manual N/P N/P N/P N/P

Electrical
Volts V 220 120/240 120 120/240 N/P

Power kW (Hp) 6 (8) 6 (8) 6 (8) 6 (8) 6 (8)

Number of Lights 4 4 4 4 4 

Power of Lights W 1,000 N/P 1,000 1,000 1,000 

Frequency Hz 60 60 N/P 60 N/P

Engine
Brand Kubota N/P N/P N/P N/P

Model Z482-E4B-CHN1 N/P N/P N/P N/P

Engine Type 4 Cycle, In Line, 
Watercooled Liquid Cooled Water cooled N/P N/P

Number of Cylinders 3 3 3 N/P N/P

Fuel Injection Direct N/P N/P N/P N/P

Aspiration Natural N/P N/P N/P N/P

Engine Speed rpm 3,600 1,500 1,800 N/P N/P

Dimensions
Mast Parts 4 N/P N/P N/P N/P

Overall Length mm (ft) 2,993 (9.8) 4,267 (14.0) 4,255 (14.0) N/P N/P 4,318 (14.2)

Overall Width mm (ft) 1,100 (3.6) 1,575 (5.2) 1,245 (4.1) 2,070 (6.8) 1,245 (4.1)

Height (Mast Lowered) mm (ft) 2,495 (8.2) N/P N/P 1,763 (5.8) N/P N/P 1,727 (5.7)

Refill Capacities
Fuel Tank L (gal) 100 (26.4) 173 (45.7) 105 (27.7) 114 (30.1) 113 (29.9)

Equipment specifications and images may change without notice from Rhino Equipment Group Inc.

Rhino Equipment assumes no responsibility or liability for any information, specifications, condition reports, photography or information of the 
competitive equipment. Rhino Equipment is not responsible for the information contained or not contained regarding the competitive 
equipment. 


