
ARTICULATED TRUCKS Rhino RADT40 CAT 740EJ TEREX TA400 VOLVO A40G JOHN DEERE 460E KOMATSU HM400-5
General 
Brand Rhino Cat Terex Volvo John Deere Komatsu
Model RADT40 740EJ TA400 A30G 460E HM400-5
Gross Engine Output Kw (Hp) 350 (469) 370 (496) 331 (444) 350 (469) 359 (481) 353 (473)
Max. Gross (Loaded) Weight kg (lb) 73,000 (160,937) 73,663 (162,399) 69,906 (154,116) 68,900 (151,898) 74,037 (163,224) 75,135 (165,644)
Engine 
Engine Model (optional) Cummins M11-C330 

(Rhino) Cat C18 ACERT Scania DC13 D13J John Deere PowerTech 
6135 SAA6D140E-7

Emission Certification (optional) Tier 2 (Tier 3, Tier 4) Tier 4 US EPA Tier 4F, EU Stage 4, Tier 2 N/P N/P N/P
Drivetrain
Number of Speeds (Fwd) 6 9 6 9 8 6
Number of Speeds (Rev) 6 2 6 3 4 2
Max. Speed (Fwd) kph (mph) 60 (37) 55 (34) 64 (40) 35 (22) 55 (34) NP N/P
Tires
Tires 29.5R25 N/P Standard 29.5 29.5R25 29.5R25 29.5R25
Hydraulics 
Hoist Angle (degrees) 70 N/P N/P N/P N/P N/P
Hoist Time (sec) 12 N/P 12.5 N/P N/P N/P
Drum Body 
Payload kg (lb) 39,000 (85,980) 38,101 (83,998) 38,000 (83,776) 39,000 (85,980) 41,819 (92,195) 39,916 (88,000)
Dimensions
Overall Length mm (in) 10,690 (421) 11,764 (463) 11,115 (438) 11,263 (443) 10,810 (426) N/P N/P
Overall Width mm (in) 3,370 (133) 3,500 (138) 3,358 (132) 3,403 (134) 3,444 (136) N/P N/P
Overall Height mm (in) 3,793 (149) 3,752 (148) 3,752 (148) 3,546 (140) 3,860 (152) N/P N/P
Weight
Empty Vehicle Weight kg (lb) 34,000 (74,957) 35,663 (78,623) 31,906 (70,341) 29,900 (65,918) 32,218 (71,029) 35,005 (77,173)

Equipment specifications and images may change without notice from Rhino Equipment Group Inc.

Rhino Equipment assumes no responsibility or liability for any information, specifications, condition reports, photography or information of the competitive equipment. Rhino Equipment is not responsible for the information 
contained or not contained regarding the competitive equipment. 


