
Forklifts RHINO 
RFL200-DT

Komatsu 
FG25T-16 NISSAN DX20 Doosan 

D20S-5
General
Brand Rhino Komatsu Nissan Doosan
Model RFL200-DT FG25T-16 DX20 D20S-7T4
Rated Capacity kg (lb) 2,000 (4,409) 2,267 (4,998) 2,000 (4,409) 2,000 (4,409)
Overall Height (mast raised) mm (in) 4,080 (161) 4,470 (176) N/P N/P N/P N/P
Net Horsepower kW (hp) 39 (52) 41 (55) N/P N/P 34 (46)
Operating Weight kg (lb) 3,320 (7,319) 3,605 (7,948) 3,480 (7,672) N/P N/P
Engine 
Make RHINO/Isuzu Nissan N/P N/P

Model 490BPG/4JG2PE K21 N/P N/P

Net Horsepower kW (hp) 39 (52) 41 (55) N/P N/P 34 (46)
Piston Displacement L (cu. In) 3.2 (195) 2.06 (126) N/P N/P N/P N/P
Rotating Speed (RPM) 2,650 2,700 2,700 2,400 
Drivetrain 
Work Speed with Load Kph (mph) 17 (10.6) 18 (11.2) N/P N/P N/P N/P
Work Speed with out Load Kph (mph) 19 (11.8) 19 (11.8) N/P N/P N/P N/P
Performance
Rated Operating Capacity kg (lb) 3,320 (7,319) 3,605 (7,948) 3,480 N/P N/P N/P
Max. Lifting Speed with Load mm/s (in/s) 400 (16) 610 (24) N/P N/P N/P N/P
Gradeability with Load 25 27 33 N/P
Gradeability without Load 51 N/P 21 N/P
Dimensions
Max. Height with Mast Lowered mm (in) 2,095 (82.5) 2,170 (85.4) N/P N/P N/P N/P
Overall Height Top of Cab mm (in) 2,095 (82.5) 2,110 (83.1) 2,115 (83.3) N/P N/P
Overall Length mm (in) 3,605 (141.9) 3,670 (144.5) 2,320 (91.3) 2,250 (88.6)
Overall Width mm(in) 1,160 (45.7) 1,150 (45.3) 1,065 (41.9) 1,070 (42.1)
Fork Length mm (in) 1,070 (42.1) 1,070 (42.1) 1,070 (42.1) N/P N/P
Fork Width mm (in) 100 (3.9) 100 (3.9) 100 (3.9) N/P N/P
Fork Thickness mm (in) 40 (1.6) 40 (1.6) 40 (1.6) N/P N/P
Lifting Height mm (in) 3,000 (118.1) 3,250 (128.0) N/P N/P N/P N/P
Front Tread mm (in) 970 (38.2) N/P N/P N/P N/P N/P N/P
Rear Tread mm (in) 970 (38.2) N/P N/P N/P N/P N/P N/P
Wheelbase mm (in) 1,640 (64.6) N/P N/P 1,400 (55.1) N/P N/P

Forklifts RHINO 
RFL300-DT

Komatsu 
FG30HT-16 Case 586H Doosan 

D30S-7T4General
Brand Rhino Komatsu Case Doosan

Model RFL300-DT FG30HT-16 586H D30S-7T4

Rated Capacity kg (lb) 3,000 (6,614) 2,722 (6,001) N/P N/P 3,000 (6,614)

Overall Height (mast raised) mm (in) 4,080 (161) 4,470 (176) N/P N/P N/P N/P

Net Horsepower kW (hp) 42 (56) 45 (60) 51 (68) 44 (59)

Operating Weight kg (lb) 4,320 (9,524) 4,270 (9,414) 6,206 (13,682) N/P N/P

Engine 

Make RHINO/Isuzu Nissan Case N/P

Model 490BPG/4JG2PE K25 F5HFL463D N/P

Net Horsepower kW (hp) (RHINO) 42 (56) 45 (60) 51 (68) 44 (59)

Net Horsepower kW (hp) (ISUZU) 45 (60)

Piston Displacement L (cu. In) 3.0 (183) 2.5 (153) 3.4 (207) N/P N/P

Rotating Speed (RPM) 2,650 2,700 2,200 2,300 

Drivetrain 

Work Speed with Load Kph (mph) 18 (11.2) 18.5 (11.5) N/P N/P N/P N/P

Work Speed with out Load Kph (mph) 20 (12.4) 19.5 (12.1) N/P N/P N/P N/P

Performance

Rated Operating Capacity kg (lb) 4,320 (9,524) 4,270 (9,414) 6,206 (13,682) N/P N/P

Max. Lifting Speed with Load mm/s (in/s) 400 (16) 530 (21) N/P N/P N/P N/P

Gradeability with Load 15 27 N/P N/P

Gradeability without Load 20 N/P N/P N/P

Dimensions

Max. Height with Mast Lowered mm (in) 2,095 (82.5) 2,160 (85.0) 2,160 (85.0) N/P N/P

Overall Height Top of Cab mm (in) 2,110 (83.1) 2,130 (83.9) 3,230 (127.2) N/P N/P

Overall Length mm (in) 3,800 (149.6) 3,780 (148.8) 4,930 (194.1) 2,700 (106.3)

Overall Width mm(in) 1,230 (48.4) 1,235 (48.6) N/P N/P 1,197 (47.1)

Fork Length mm (in) 1,220 (48.0) 1,070 (42.1) N/P N/P N/P N/P

Fork Width mm (in) 125 (4.9) 125 (4.9) N/P N/P N/P N/P

Fork Thickness mm (in) 45 (1.8) 50 (2.0) N/P N/P N/P N/P

Lifting Height mm (in) 3,000 (118.1) N/P N/P N/P N/P N/P N/P

Front Tread mm (in) 970 (38.2) N/P N/P N/P N/P N/P N/P

Rear Tread mm (in) 1,000 (39.4) N/P N/P N/P N/P N/P N/P

Wheelbase mm (in) 1,700 (66.9) N/P N/P 2,150 (84.6) N/P N/P

Forklifts RHINO 
RFL400-DT

Komatsu 
FG40TU-10

Mitsubishi 
FD40N

Hyundai 
35D-9General

Brand Rhino Komatsu Mitsubishi Nissan 

Model RFL400-DT FG40TU-10 FD40N 35D-9

Rated Capacity kg (lb) 4,000 (8,818) 4,083 (9,001) 4,000 (8,818) 3,492 (7,699)

Overall Height (mast raised) mm (in) 4,270 (168) N/P N/P 3,920 (154) N/P N/P

Net Horsepower kW (hp) 42 (56) 69 (93) 57 (77) 75 (101)

Operating Weight kg (lb) 4,900 (10,803) 6,202 (13,673) 5,920 (13,051) 5,933 (13,080)

Engine 

Make RHINO/Isuzu N/P Mitsubishi Cummins

Model 490BPG/4JG2PE N/P S6S QSF3.8

Net Horsepower kW (hp) (RHINO) 45 (60) 69 (93) 57 (77) 75 (101)

Net Horsepower kW (hp) (ISUZU) 48 (64)

Piston Displacement L (cu. In) 3.0 (183) N/P N/P 5.0 (305) N/P N/P

Rotating Speed (RPM) 2,650 2,250 2,300 2,200 

Drivetrain 

Work Speed with Load Kph (mph) 18 (11.2) 11.2 (7.0) 21.5 (13.4) N/P N/P

Work Speed with out Load Kph (mph) 20 (12.4) 11.8 (7.3) 22.0 (13.7) 16.5 (10.3)

Performance

Rated Operating Capacity kg (lb) 4,900 (10,803) 6,202 (13,673) 5,920 (13,051) 5,933 (13,080)

Max. Lifting Speed with Load mm/s (in/s) 300 (12) N/P N/P 550 (22) N/P N/P

Max. Traction with Load kN(lbf) 16.5 (3,709) N/P N/P 25 (5,620) N/P N/P

Max. Traction without Load kN(lbf) 11.5 (2,585) N/P N/P 27 (6,070) N/P N/P

Gradeability with Load 15 N/P 26.9 41 

Gradeability without Load 20 N/P 26.4 N/P

Dimensions

Max. Height with Mast Lowered mm (in) 2,110 (83.1) 2,717 (107.0) 2,320 (91.3) 2,235 (88.0)

Overall Height Top of Cab mm (in) 2,110 (83.1) N/P N/P 2,296 (90.4) 2,262 (89.1)

Overall Length mm (in) 4,100 (161.4) 3,149 (124.0) 4,220 (166.1) 4,292 (169.0)

Overall Width mm(in) 1,230 (48.4) 1,448 (57.0) 1,415 (55.7) 1,371 (54.0)

Fork Length mm (in) 1,220 (48.0) 1066 (42.0) 1,220 (48.0) 1,100 (43.3)

Fork Width mm (in) 150 (5.9) 152 (6.0) 150 (5.9) 125 (4.9)

Fork Thickness mm (in) 50 (2.0) 50 (2.0) 50 (2.0) 50 (2.0)

Lifting Height mm (in) 3,000 (118.1) N/P N/P 3,300 (129.9) 3,022 (119.0)

Front Tread mm (in) 1,060 (41.7) N/P N/P 1,175 (46.3) N/P N/P

Rear Tread mm (in) 970 (38.2) N/P N/P 1,180 (46.5) N/P N/P

Wheelbase mm (in) 1,900 (74.8) 2,006 (79.0) 1,850 (72.8) 2,006 (79.0)

Forklifts RHINO 
RFL500-DT

Komatsu 
FG50ATU-10

Doosan 
D50C-5

Hyundai 
50DA-9General

Brand Rhino Komatsu Doosan Hyundai

Model RFL500-DT FG50ATU-10 D50C-5 50DA-9

Rated Capacity kg (lb) 5,000 (11,023) 5,000 (11,023) 5,000 (11,023) 5,000 (11,023)

Overall Height (mast raised) mm (in) 4,265 (168) N/P N/P N/P N/P N/P N/P

Net Horsepower kW (hp) 59 (79) 68 (91) 68 (91) 75 (101)

Operating Weight kg (lb) 6,800 (14,991) 7,224 (15,926) 7,050 (15,543) 7,317 (16,131)

Engine 

Make RHINO/Isuzu Komatsu Doosan Cummins

Model LR4A3/6BG1 GCT EBT-TB45-1A DB58S QSF3.8

Net Horsepower kW (hp) (RHINO) 59.0 (79) 68 (91) 68 (91) 75 (101)

Net Horsepower kW (hp) (ISUZU) 82.0 (110)

Piston Displacement L (cu. In) 4.3 (262) N/P N/P 3.9 (238) N/P N/P

Rotating Speed (RPM) 2,400 2,250 2,300 2,200 

Drivetrain 

Work Speed with Load Kph (mph) 20 (12.4) 14.6 (9.1) 24.0 (14.9) N/P N/P

Work Speed with out Load Kph (mph) 24 (14.9) 15.2 (9.4) 25.0 (15.5) 16.0 (9.9)

Performance

Rated Operating Capacity kg (lb) 6,800 (14,991) 7,224 (15,926) 7,050 (15,543) 7,317 (16,131)

Max. Lifting Speed with Load mm/s (in/s) 375 (15) N/P N/P 470 (19) N/P N/P

Max. Traction with Load kN(lbf) 31.0 (6,969) N/P N/P N/P N/P N/P N/P

Max. Traction without Load kN(lbf) 18.0 (4,047) N/P N/P N/P N/P N/P N/P

Gradeability with Load 15 N/P N/P 31.0 

Gradeability without Load 20 25 30.0 N/P

Dimensions

Max. Height with Mast Lowered mm (in) 2,330 (91.7) 2,585 (101.8) 2,230 (87.8) 2,235 (88.0)

Overall Height Top of Cab mm (in) 2,330 (91.7) N/P N/P N/P N/P 2,262 (89.1)

Overall Length mm (in) 4,350 (171.3) N/P N/P 3,300 (129.9) 4,292 (169.0)

Overall Width mm(in) 1,400 (55.1) N/P N/P 1,451 (57.1) 1,371 (54.0)

Fork Length mm (in) 1,220 (48.0) 1,220 (48.0) 1,200 (47.2) 1,100 (43.3)

Fork Width mm (in) 150 (5.9) 150 (5.9) 150 (5.9) 125 (4.9)

Fork Thickness mm (in) 50 (2.0) 57 (2.2) 60 (2.4) 50 (2.0)

Lifting Height mm (in) 3,000 (118.1) N/P N/P N/P N/P 3,022 (119.0)

Front Tread mm (in) 1,180 (46.5) N/P N/P N/P N/P N/P N/P

Rear Tread mm (in) 1,190 (46.9) N/P N/P N/P N/P N/P N/P

Wheelbase mm (in) 2,150 (84.6) 1,998 (78.7) 2,100 (82.7) 2,006 (79.0)

Forklifts RHINO 
RFL700-DT

Komatsu 
FD70T-10

Mitsubishi 
FD70N

Hyundai 
70D-7AGeneral

Brand Rhino Komatsu Mitsubishi Hyundai

Model RFL700-DT FD70T-10 FD70N 70D-7A

Rated Capacity kg (lb) 7,000 (15,432) 7,000 (15,432) 7,000 (15,432) 7,000 (15,432)

Overall Height (mast raised) mm (in) 4,420 (174) N/P N/P 4,580 (180) N/P N/P

Net Horsepower kW (hp) 81 (109) 63 (84) 68 (91) 78 (105)

Operating Weight kg (lb) 9,500 (20,944) N/P N/P 9,420 (20,768) 9,853 (21,722)

Engine 

Make RHINO/Isuzu N/P Perkins Kubota

Model LR4A4/6BG1 N/P 854E V3800 

Net Horsepower kW (hp) (RHINO) 81.0 (109) 63 (84) 68 (91) 78 (105)

Net Horsepower kW (hp) (ISUZU) 82.0 (110)

Piston Displacement L (cu. In) 5.8 (354) N/P N/P 3.4 (207) 3.8 (232)

Rotating Speed (RPM) 2,500 2,350 2,300 2,200 

Drivetrain 

Work Speed with Load Kph (mph) 22 (13.7) 13.0 (8.1) 24.0 (14.9) 20.7 (12.9)

Work Speed with out Load Kph (mph) 26 (16.2) N/P N/P 27.0 (16.8) 32.0 (19.9)

Performance

Rated Operating Capacity kg (lb) 9,500 (20,944) N/P N/P 9,420 (20,768) 9,853 (21,722)

Max. Lifting Speed with Load mm/s (in/s) 440 (17) 412 (908) 450 (18) 420 (17)

Max. Traction with Load kN(lbf) 52.0 (11,690) N/P N/P 52.9 (11,892) N/P N/P

Max. Traction without Load kN(lbf) 52.0 (11,690) N/P N/P 27.2 (6,115) N/P N/P

Gradeability with Load 20 28 35.0 44.0 

Gradeability without Load 25 N/P 27.0 N/P

Dimensions

Max. Height with Mast Lowered mm (in) 2,500 (98.4) N/P N/P 2,720 (107.1) 2,515 (99.0)

Overall Height Top of Cab mm (in) 2,420 (95.3) N/P N/P 2,610 (102.8) 2,500 (98.4)

Overall Length mm (in) 4,800 (189.0) N/P N/P 4,800 (189.0) 4,820 (189.8)

Overall Width mm(in) 1,995 (78.5) N/P N/P 2,170 (85.4) 2,087 (82.2)

Fork Length mm (in) 1,220 (48.0) N/P N/P 1,220 (48.0) 1,200 (47.2)

Fork Width mm (in) 150 (5.9) N/P N/P 150 (5.9) 150 (5.9)

Fork Thickness mm (in) 65 (2.6) N/P N/P 60 (2.4) 60 (2.4)

Lifting Height mm (in) 3,000 (118.1) N/P N/P 3,300 (129.9) N/P N/P

Front Tread mm (in) 1,470 (57.9) N/P N/P 1,650 (65.0) N/P N/P

Rear Tread mm (in) 1,700 (66.9) N/P N/P 1,650 (65.0) N/P N/P

Wheelbase mm (in) 2,250 (88.6) N/P N/P 2,300 (90.6) 2,300 (90.6)

Forklifts RHINO 
RFL1000-DT

Toyota 
THD2200-24

Doosan 
D100S-7General

Brand Rhino Toyota Doosan

Model RFL1000-DT THD2200-24 D100S-7

Rated Capacity kg (lb) 10,000 (22,046) 9,979 (22,000) 10,000 (22,046)

Overall Height (mast raised) mm (in) 4,297 (169) N/P N/P N/P N/P

Net Horsepower kW (hp) 81 (109) 119 (160) 128 (172)

Operating Weight kg (lb) 12,510 (27,580) 18,585 (40,973) 15,190 (33,488)

Engine 

Make RHINO/Isuzu N/P N/P

Model LR4A5/6BG1 N/P N/P

Net Horsepower kW (hp) (RHINO) 81.0 (109) 119 (160) 128 (172)

Net Horsepower kW (hp) (ISUZU) 82.0 (110)

Piston Displacement L (cu. In) 5.8 (354) N/P N/P N/P N/P

Rotating Speed (RPM) 2,500 2,300 2,100

Drivetrain 

Work Speed with Load Kph (mph) 16 (9.9) 32.0 (19.9) 21.0 (13.0)

Work Speed with out Load Kph (mph) 22 (13.7) N/P N/P 23.0 (14.3)

Performance

Rated Operating Capacity kg (lb) 12,510 (27,580) 18,585 (40,973) 15,190 (33,488)

Max. Lifting Speed with Load mm/s (in/s) 310 (12) N/P N/P N/P N/P

Max. Traction with Load kN(lbf) 57.0 (12,814) N/P N/P N/P N/P

Max. Traction without Load kN(lbf) 57.0 (12,814) N/P N/P N/P N/P

Gradeability with Load 19 30 42.0 

Gradeability without Load 20 47 N/P

Dimensions

Max. Height with Mast Lowered mm (in) 2,850 (112.2) 5,588 (220.0) N/P N/P

Overall Height Top of Cab mm (in) 2,585 (101.8) N/P N/P 2,971 (117.0)

Overall Length mm (in) 5,480 (215.7) 4,722 (185.9) 4,495 (177.0)

Overall Width mm(in) 2,275 (89.6) 2,606 (102.6) 2,337 (92.0)

Fork Length mm (in) 1,220 (48.0) N/P N/P 1,350 (53.1)

Fork Width mm (in) 175 (6.9) N/P N/P 200 (7.9)

Fork Thickness mm (in) 80 (3.1) N/P N/P 70 (2.8)

Lifting Height mm (in) 3,000 (118.1) N/P N/P N/P N/P

Front Tread mm (in) 1,600 (63.0) N/P N/P N/P N/P

Rear Tread mm (in) 1,700 (66.9) N/P N/P N/P N/P

Wheelbase mm (in) 2,500 (98.4) 2,921 (115.0) N/P N/P

Equipment specifications and images may change without notice from Rhino Equipment 
Group Inc.

Rhino Equipment assumes no responsibility or liability for any information, specifications, 
condition reports, photography or information of the competitive equipment. Rhino 
Equipment is not responsible for the information contained or not contained regarding 
the competitive equipment. 


